Beaulicu Residential

Mewslefter

LuxuryBac™ Installation Guidelines

Reaulieu of America is proud to introduce our new
line of LuxuryBac™ carpets. LuxuryBac™ s a
unique blend of totally synthetic backing materials
that can be installed utilizing either the tackless or
double-stick methods. LuxuryBac™ also offers
added underfoot comfort, excellent sound
absorption and noise reduction, and increased
thermal insulation for better energy savings.
Unlike stiffer conventional backing systems, soft
and plizble LuxuryBac™ carpet won't scratch
walls or baseboards or cause other costly site
damages that occasionally ccour during the
installation of carpet made from other backings.

General
The instructions confained here in addition to the
guidelines set forth in the CRI-105; Standard for
Instaliation of Residential Carpet. For more
information contact the Carpet and Rug Institute at
RO0-862-8846 or at their web-site carpet-rug.com.
The scope of the information listed below should

LuxuryBac™ carpet can be sealed by using either
dual purpose seam sealer or by applying clear hot
melt adhesive to the carpet’s edge with a glue gun.
The use of specially designed seam sealing tip
applicators will help assure for more even sean
sealer application with less mess. Itis
recommended that after seam sealer application the
seam sealer bead be pressed into the recess between
the primary and secondary backing using your
thumb or index finger. All LuxuryBac™ carpet
edges that meet against dissimilar floor coverings
require the use of transition strip or molding to
protect the carpet’s edge from damage.

Searping
DaxuryBac™ camet can be seamed using three (33
inch light to medium residential seaming tape,
These low profile tapes reduce potential scaming
tape telegraphing at the seam. Seaming iron
thermostais should be set at 2.5 to 3 and allowed
adeouate heating time before use, This will assure

that the seaming tape adhesive beads will puddle and
transfer tharoughly to the carpet’s backing while the
seaming iron is in use, Seaming irons designed with
deep grooves are recommended. Some seaming iron
models are designed with grooves that channel scam
adhesive into a deeper center groove to help further
prevent seare peaking. The use of a non-heat
reflective seaming board should be used to elirminate
potential damage to separate carpet cushion and
distortion to the carpet.

be used in conjunction with all other CRI
guidelines, One requirement in the CRI-105
document is the use of a fan during installation,
which can be used in part to assist the installer
with positioning heavier more ruggedly
constructed carpets prior to installation.

Seam and Edge Preparation
LuxuryBac™ carpet can be trimmed by using the
row cut, trace cut, or straightedge method.
Strongly built LuxuryBac™ carpet provides
smooth, clean trims but does require frequent
hlade changes in order to obtain the highest quality
seam. All trimmed edges (o be seamed must be
sealed with a continuous bead of seam sealer
adequate enough to cover the primary backing, the
varn bundle, and secondary backing.
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Stretching
Because LuxuryBact™ carpet is firmly constructed,
power stretching is mandatory. Approximately 1%
stretch in both leneth and width directions should be
obtained. Tackstrip must be a minimum of | nch
wide (25cm) and Y7 (6mm) thick. The use of a stair
toot and a hammer will help engage DuxuryBac™
carpet onto the tackstrip pins during stretching.
Architectural strip with three rows of pins, or two
rows of conventional strip must be used for any
carpeted rooms exceeding 30 feet (9m).

The scope of the information listed above should be
used in conjunction with all other CRI guidelines to
obtain more information about LuxuryBac™ please
contact our Technical Services Department at 800-
227-7211, extension 3045,
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