Advantages of Carpet Backing Svste

Action Back is constructed from woven polypropylene. The advantages of
this laminated secondary backing are increased dimensional stability, while
providing a stretchable backing system. Impervious to moisture, action back
will not shrink, stain, or rot, or support the growth of mold and mildew,

Unitary Back latex is a synthetic, rubber- rich water emulsion backcoat,
The single laminate properties of this direct glue down backing system
provides superior tuft bind strength, edge ravel and pill/fuzz resistance,
while eliminating any potential for delamination of attached secondary
backings,

Unitarv Action Back uses the same rubber rich latex of unitary and ifs
carpet enhancements with the increased dimensional stability of Action
Back. This direct glue down backing system is engineered for heavy traffic
use of 1,000 traffics or more per day.

Green Marine/ Marine Back is constructed of rubber latex and styrene
butadiene rubber (SBR). This direct ghue down backing system provides
good dimensional stability and low water permeability from an attached
backing system. Designed for easy installation, this backing system will not
streteh or shrink. Tdea! for any end-use challenged by moisture.

Mon-Skid Back i= constructed from natural Iatex and stvrene butadiene
rubber. Similar to the advantages of marine back systems, the embossed
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construction of Non-Skid Back provides a durable divect glue system.
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